: Parts list: :

1 A:(2)Curved pipes I

1 B:(1)Top horizontal pipe 1 5\

| C:(3)Bottom horizontal pipes | :

1 (1)Bottom Middle horizontal s

: pipe : 5\

1 (2)Bottom two end pipes

: D:(4)Vertical pipes :

i (2)Upper Vertical pipes ]

1 (2)Lower Vertical pipes 1 A.\

| E(2)Feet =

1 F:(2)Screws [ '

: G:(2)Thumb screws :

1 H:(2)Clamps I
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1 A-Curved pipes (x2) C-Bottom Middle horizontal
1 pipe (x1)
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: B-Top horizontal pipe (x1) C-Bottom two end pipes (x2)
1

1

D-Upper Vertical pipes (x2)

D-Lower Vertical pipes (x2)

g
N

Frame Installation

1,The horizontal pipes could
be adjust to 6ft or 8ft

2,The vertical pipes could be
adjust to 71"or 95.25"
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E-Feet (x2) G-Thumb screws
6x50mm - (x2)

== &3

F-Screws 8x20mm (x2) ~ H-Clamps (x2)

frame.

STEP 1:
There are some figures labeled on

every tubes, connecting the same
figures together to make up of the

Then Install the Leg.
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STEP 2:

Put the graphic on the ready frame.

the flame

STEP 3:
Make the clamp into the feet of

T

STEP 4.

Use the screw to fix the clamp and
feet on the table.

Completed.




